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Warnings and considerations: 
 
Disclaimer - These instructions assume a level of 
understanding of motorcycle repair and maintenance beyond 
that of a ñbeginnerò and/or ñnoviceò and California Sidecar 
cannot be liable for an installerôs failure to understand or 
follow these instructions as written. Likewise, California 
Sidecar cannot be responsible if any of the steps are omitted 
or shortcuts are taken, or parts other than those supplied by 
California Sidecar, are used in installing this trike kit. 
 
 
1. ñWARNINGSò are all printed in bold type and capitalized. 

They mean to use extreme care in a given step so as not 
to damage the part, motorcycle, and/or yourself. 

2. Always wear safety glasses when using hand and/or power 
tools. 

3. When working in and around the fuel system, always work 
in a well-ventilated area, free from sparks and open 
flames.  

4. All directional references to the ñright sideò and the ñleft 
sideò are as you were seated on the motorcycle. 

5. All directional references to ñforwardò mean to the front of 
the motorcycle while òbackò means the rear of the 
motorcycle unless otherwise stated. 

 
Recommended Lubricants: 

1. Thread locking compound (Loctite 242 minimum). 
2. High temperature Silicone sealant.



5 

 

Maintenance Schedule:   ARROW 
  Frequency (miles) Daily 4k 8k 12k 16k 20k 24k 

Item               

Belts I I I I I T I 

Brake Pads and Rotors        [1]  I I I I I I 

Half Shaft Boots   L L L L L L 

Wheel Bearings                    [2]  I I I I I I 

Wheels and Tires  I I I I I I 

All Lighting  I       

Tire Pressure                         [3] I       

Brake fluid  I I R I I R 

 

I: Inspect: clean, lubricate, and/or replace as necessary. 
R: Replace 
L: Lubricate with Silicone Spray                          
T: Tension 
 
NOTE:  
[1] Minimum pad thickness is 0.04 inches (1.02mm) 
[2] Wheel bearing axle torque 200 FT.-LBS. 
[3] Rear tire pressure   15ò & 16ò WHEELS  28 PSI 
        17ò WHEELS  25 PSI 

 
At higher odometer readings, repeat at frequency intervals established 

here. 
 

This Schedule is in addition to the INDIAN Maintenance Schedule 
 

NOTICE: 

The remote door opener installed on this unit has a very small 
electrical draw on your motorcycle battery. If your trike will be idle for 
more than 2 weeks you should remove the 15 amp fuse from the red 
fuse holder located under your seat or right side cover. Another option 
is using a battery tender. 

Service & Maintenance questions ï contact Parts & Service at 
434.263.8866 
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Disassembly of Motorcycle 
 

 
 

1. Remove & Save the Top Side Covers  
2. Remove & Discard Saddle Bags (if equipped)  
3. Remove & Save the Seat (3 fasteners) 
4. Disconnect the Negative Battery Cable 
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Models with Tour Box 
 

5. Remove & Save the Tour Box (10 Fasteners on the floor, 
two at the rear ((Chrome Bar)) and one wire plug) 

6. Remove & Save the Chrome Bar (4 Fasteners) 
 

 
 
7. Remove the Quick Disconnect Bracket 
8. Remove & Save the Radio Amp and harness 
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All Models 
 

9. Remove & Save the Exhaust Heat Shields 
10. Remove & Save the Passenger Pegs or Floorboards 
11. Remove & Save the Bottom Side Covers 
12. Remove & Discard the Rear Highway bars (if equipped) 
13. Remove & Save the 4 small triangle shaped black plastic 

frame covers & fasteners (if equipped) 
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14. Remove & Discard the Side stand 
15. Remove & Discard the Antenna and its mount 
16. Remove & Discard the Mufflers, Saving the Clamps 
 

 
 

Remove & Discard Rear Fender 
 

17. Unplug Fender wiring plug 
18. Remove & Discard the 4 Saddlebag mounting Cylinders 
19. Remove Chrome Frame Covers (2 fasteners each) 
20. Loosen 4 fasteners inside the rear of fender 
21. Remove 2 fasteners in front & 1 on top, on each side 
22. Remove Fender  
23. Save the two Grommet fasteners on the RT side 
24. Remove & Discard the Passenger seat strap(if equipped) 
25. Remove & Save the Tip Over Sensor & itôs hardware 
26. Remove & Discard the plastic inner fender 
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